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Abstract (en)
[origin: WO9717268A1] The method of producing a container comprises introducing between parts (1) of sheet material in a peripheral zone of said
parts an insert (4) comprised of a tubular wall (7) intended to define an outlet from an interior of a container body to be provided by said parts (1),
and sealing said parts (1) and said insert (4) to each other in said peripheral zone, wherein said introducing is preceded by forming said parts (1) as
respective shells (1); the container comprises a body (1) having an outlet (3), said container being comprised of first and second semi-rigid shells
(1) which provide the body (1) and are sealed together around their peripheries, and an insert (4) which is located and sealed between said shells
(1) and which comprises a tubular wall (7) defining said outlet (3) and having a detent (10) extending therearound, at least one of said shells (1)
including a corrugation (11) extending around said tubular wall (7) and engaging said detent (10).

IPC 1-7
B65D 75/58; B65D 35/12

IPC 8 full level
B65D 35/12 (2006.01); B65D 75/58 (2006.01)

CPC (source: EP)
B65D 35/12 (2013.01); B65D 75/5883 (2013.01)

Designated contracting state (EPC)
AT BE CH DE DK ES FR GB GR IE IT LI NL PT SE

DOCDB simple family (publication)
WO 9717268 A1 19970515; AU 7568596 A 19970529; BR 9611314 A 20010911; CA 2236026 A1 19970515; CN 1201430 A 19981209;
EP 0859723 A1 19980826; IT 1279877 B1 19971218; IT MO950153 A0 19951107; IT MO950153 A1 19970507; JP H11514616 A 19991214;
MX 9803586 A 19980930

DOCDB simple family (application)
EP 9604900 W 19961107; AU 7568596 A 19961107; BR 9611314 A 19961107; CA 2236026 A 19961107; CN 96198149 A 19961107;
EP 96938159 A 19961107; IT MO950153 A 19951107; JP 51786797 A 19961107; MX 9803586 A 19980506

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0859723A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP96938159&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19950101&symbol=B65D0075580000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19950101&symbol=B65D0035120000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0035120000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0075580000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D35/12
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D75/5883

