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Abstract (en)
The initiator, connected to an electrical cable (3) with two conductor wires (13, 14), consists of a heat-sensitive charge which can be set off by a
heating resistance (15), an electrical circuit connecting the resistance to the wires, and electromagnetic protection elements for the circuit. The
heating resistance (15), electrical circuit and protection elements are integrated in a circuit of conducting strips (11, 12) which are welded to the
conductor wires and formed on a printed circuit support (10) surrounded by the initiator. The heating resistance is in the form of a resistive strip
with the heat-sensitive charge deposited on it, and the electromagnetic protection elements comprises at least one filtering coil or condenser on the
circuit support, covered by a layer of insulating varnish or overmoulded insulation.

Abstract (fr)
L'invention concerne un initiateur pour générateur pyrotechnique de gaz destiné à la sécurité automobile. L'initiateur (2) est construit à partir d'un
support de circuit (10) sur lequel sont imprimées des bandes conductrices incluant des protections électromagnétiques et dont les extrémités sont
reliées entre elles par un élément résistif recouvert d'une charge thermosensible (6). Les bandes conductrices sont connectées à un câble électrique
(3). Le support (10) est enrobé dans un surmoulage cylindrique isolant (4,5). Un capuchon cylindrique fragmentable (8) contenant une composition
d'allumage (9) permet de constituer avec l'initiateur (2) un allumeur (1) pour les générateurs pyrotechniques destinés à la sécurité automobile.
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