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Abstract (en)
The temperature dependent switch has a bimetallic disc (31) that is retained within a formed ring (14) that is moulded into a plastic body (17). A
bridging contact (29) is fixed to the centre of the disc and engages the fixed contacts (26,27) in one position. The contacts are fixed to contact
carriers (24,25) that are metal pressings that are shaped to extend beyond the housing and provide a unit for external connection.

Abstract (de)
Ein temperaturabhängiger Schalter (10) weist ein temperaturabhängiges Schaltwerk (12) sowie ein das Schaltwerk (12) aufnehmendes,
geschlossenes Gehäuse (11) auf, das ein Unterteil (14) sowie ein Oberteil (17) aus Isoliermaterial umfaßt. An dem Oberteil (17) sind an dessen
Innenseite (28) zwei stationäre Kontakte (26, 27) vorgesehen, von denen jeder mit einem ihm zugeordneten Außenanschluß elektrisch verbunden
ist. Ferner ist ein von dem Schaltwerk (12) bewegtes Stromübertragungsglied (28) vorgesehen, das temperaturabhängig die beiden stationären
Kontakte (26, 27) elektrisch miteinander verbindet. In das Oberteil (17) sind zwei Anschlußelektroden (24, 25) eingegossen, von denen jede
mit einem der stationären Kontakte (26, 27) sowie einem der Außenanschlüsse verbunden ist (Fig. 1). Ein Verfahren zur Herstellung des neuen
Schalters wird ebenfalls beschrieben. <IMAGE>
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