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Abstract (en)
[origin: WO9721575A1] A system for towing skiers (13) up shallow slopes, comprising a continuously moving rope (10) with a towing run (14) resting
on and sliding along the surface (15) of the snow, and a return run (19) held in a raised position by line towers (26). A safety device (36) stops the
system should a skier fail to let go of the towing run (14) at the right time in the arrival area.

IPC 1-7
B61B 11/00; B61B 12/06

IPC 8 full level
B61B 11/00 (2006.01); B61B 12/06 (2006.01)

CPC (source: EP US)
B61B 11/00 (2013.01 - EP US); B61B 12/06 (2013.01 - EP US)

Designated contracting state (EPC)
AT BE CH DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE

DOCDB simple family (publication)
WO 9721575 A1 19970619; AT E191186 T1 20000415; DE 69607479 D1 20000504; DE 69607479 T2 20001026; EP 0863827 A1 19980916;
EP 0863827 B1 20000329; ES 2144795 T3 20000616; FR 2742400 A1 19970620; FR 2742400 B1 19980220; US 6152044 A 20001128

DOCDB simple family (application)
FR 9601965 W 19961210; AT 96941727 T 19961210; DE 69607479 T 19961210; EP 96941727 A 19961210; ES 96941727 T 19961210;
FR 9515200 A 19951214; US 9129399 A 19990330

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0863827B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP96941727&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=B61B0011000000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=20000101&symbol=B61B0012060000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B61B0011000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B61B0012060000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61B11/00
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B61B12/06

