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Abstract (en)
[origin: WO9721895A1] A cylinder lock comprises locking tumblers guided parallel to the broad sides of the key way. Disposed on the broad sides
(13, 14) of the flat key (2) are guide grooves (15, 16) which cooperate with cams on the locking tumblers. The grooves (15, 16) on the key (2)
comprise a plurality of functional regions, the width of a partial region (51) of the groove being broadened. The tumblers, of which the cams engage
in these broadened groove regions (51), are equipped with additional positioning elements. This arrangement prevents unauthorized opening of the
lock according to the invention with a key (2) of which the guide grooves (15, 16) have been copied.

IPC 1-7
E05B 29/00

IPC 8 full level
E05B 27/00 (2006.01); E05B 29/00 (2006.01); E05B 29/06 (2006.01); E05B 29/10 (2006.01); E05B 31/00 (2006.01); E05B 47/00 (2006.01)

CPC (source: EP US)
E05B 29/00 (2013.01 - EP US); E05B 47/0044 (2013.01 - EP US); E05B 27/0035 (2013.01 - EP US); E05B 27/0082 (2013.01 - EP US);
E05B 31/00 (2013.01 - EP US); Y10T 70/7599 (2015.04 - EP US); Y10T 70/7616 (2015.04 - EP US); Y10T 70/7904 (2015.04 - EP US);
Y10T 70/7932 (2015.04 - EP US)

Cited by
DE102005058549B4; DE102005058549A1

Designated contracting state (EPC)
AT BE CH DE DK ES FR GB GR IE IT LI LU MC NL PT SE

DOCDB simple family (publication)
WO 9721895 A1 19970619; CZ 178898 A3 19981111; CZ 295348 B6 20050713; DE 59506748 D1 19991007; DK 0866907 T3 19991213;
EP 0866907 A1 19980930; EP 0866907 B1 19990901; GR 3031859 T3 20000229; HU 220985 B1 20020729; HU T78112 A 19991129;
JP 2000501803 A 20000215; JP 3785466 B2 20060614; US 6041631 A 20000328

DOCDB simple family (application)
CH 9500297 W 19951211; CZ 178898 A 19951211; DE 59506748 T 19951211; DK 95938339 T 19951211; EP 95938339 A 19951211;
GR 990402953 T 19991117; HU 9902461 A 19951211; JP 52157597 A 19951211; US 9109398 A 19980611

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0866907B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP95938339&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19950101&symbol=E05B0029000000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05B0027000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05B0029000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05B0029060000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05B0029100000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05B0031000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05B0047000000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05B29/00
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05B47/0044
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05B27/0035
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05B27/0082
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05B31/00
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10T70/7599
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10T70/7616
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10T70/7904
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10T70/7932

