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Abstract (en)
The appts. (11) to give the best woven fabric structure, based on measured yarn data, has at least one monitor (12) to measure the yarn thickness.
A woven patterning control (13) gives an input and alteration of the weave. The monitor (12) has a control (14), with an evaluation unit and a display
(16), to show the actual fabric structure as computed using the measured yarn dia. and the freely defined weave. The weave structure can be altered
and modified according to the yarn thickness, to give the ideal woven fabric.

Abstract (de)
Vorrichtung (11) zur Optimierung von Real-Geweben aufgrund gemessener Garndaten, mit wenigstens einem Meßgerät (12) für die Messung
des Garndurchmessers, mit einer Bindungseingabevorrichtung (13) zur Eingabe und Änderung frei definierbarer Bindungen, mit einer Vorrichtung
(14) zur Ansteuerung des Meßgeräts (12) und zur Auswertung und einer Anzeigeeinheit (16), wobei das Real-Gewebe aufgrund der gemessenen
Garndurchmesser und der frei definierbaren Bindung berechnet und dargestellt wird und durch die Veränderbarkeit der definierten Bindung des
Gewebes eine Anpassung und Optimierung des Real-Gewebes an die gemessenen individuellen Garndurchmesser möglich ist. <IMAGE>
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