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Abstract (en)
[origin: DE19603707A1] A metering device (D) for a compressible container of a liquid product has a metering chamber (5) and a metering tube (4,
9) which serves for filling the chamber via an overflow opening (6) in the metering tube. In order to change the quantity of product which is metered
the metering tube can be vertically adjusted by rotation of a closure cap (12) at the top of the metering chamber.

IPC 1-7
G01F 11/00

IPC 8 full level
B65D 47/08 (2006.01); G01F 11/28 (2006.01)

CPC (source: EP)
B65D 47/0838 (2013.01); G01F 11/286 (2013.01); B65D 2401/15 (2020.05)

Citation (search report)
See references of WO 9728048A2

Designated contracting state (EPC)
CH DE FR GB LI NL

DOCDB simple family (publication)
DE 19603707 A1 19970807; AU 1597597 A 19970822; EP 0877918 A2 19981118; WO 9728048 A2 19970807; WO 9728048 A3 19971204

DOCDB simple family (application)
DE 19603707 A 19960202; AU 1597597 A 19970130; EP 9700409 W 19970130; EP 97902268 A 19970130

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0877918A2?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP97902268&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19950101&symbol=G01F0011000000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0047080000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=G01F0011280000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D47/0838
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=G01F11/286
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2401/15

