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Abstract (en)
There are a number of pressure or vacuum charged areas below one or more suction belts (3) in the direction of feed (2). The pressure or vacuum
charging of these areas is controllable separately one from the other in dependence upon their covering by the fed sheets. The charged areas are
located with a spacing corresponding to a spacing of a stream of sheets without pressure or vacuum charging. The paper sheets are fed to the
machine in the correct order.

Abstract (de)
Die Erfindung bezieht sich auf einen Anlegetisch zum taktmäßigen Fördern von Bogen zu einer Bogen verarbeitenden Maschine, mit einer
Tischoberfläche 1, über die ein oder mehrere im Abstand zueinander angeordnete Saugbänder 3 in Förderrichtung 2 bewegbar antreibbar
geführt sind. Die Saugbänder 3 erstrecken sich dabei in Förderrichtung und transportieren die Bogen. Dabei sind die Saugbänder 3 endos
ausgebildet und umschließen den Anlegetisch über im Übernahme- und Übergabebereich angeordnete Umlenkrollen 4. Darüberhinaus besitzen
die Saugbänder 3 über ihre ganze Länge verteilt durchgehende Saugöffnungen 9. Die Unterseite der Saugbänder 3 ist unterdruckbeaufschlagbar.
Unter einem oder mehreren der Saugbänder 3 sind in Förderrichtung 2 hintereinander eine Vielzahl druck- und/oder unterdruckbeaufschlagbare
Beaufschlagungsbereiche angeordnet, deren Druck- und/oder Unterdruckbeaufschlagung separat voneinander ansteuerbar ist. <IMAGE>
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