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Abstract (en)
[origin: EP0890665A1] The appts. to tense a weft yarn, at a loom, has a guide unit (3) with a guide plane (11) for the weft. The retractor (2) moves
on a circular path, to deflect the weft within the guide plane. The rotary axis (14) of the retractor (2) is angled to the guide plane so that, within one
rotation, the retractor passes over the weft path to give a catch and a release point for the weft.

IPC 1-7
D03D 47/34

IPC 8 full level
D03D 47/34 (2006.01)

CPC (source: EP)
B65H 59/34 (2013.01); D03D 47/34 (2013.01); B65H 2701/31 (2013.01)

Cited by
DE10211148B3; WO2007039242A3

Designated contracting state (EPC)
BE DE IT

DOCDB simple family (publication)
EP 0890665 A1 19990113; EP 0890665 B1 20001122; DE 59702662 D1 20001228

DOCDB simple family (application)
EP 97810454 A 19970709; DE 59702662 T 19970709

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0890665B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP97810454&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=D03D0047340000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=D03D0047340000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65H59/34
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=D03D47/34
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65H2701/31

