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Abstract (en)
The method makes a type of hook strip (1) which can be used e.g. in fitting carpets to a hard surface. It (1) is plastic, e.g. polypropylene or
polyethylene and is produced by extrusion, with mechanically-adherent sections (2) formed by e.g. hooks (3) or mushroom heads (6). Underneath it
is smooth, with a coated, self-adhesive layer (7). A novel feature is use of a beam of energy or thermomechanical action to form passages (L) in the
strip (1). These also pass through the self-adhesive layer (7). Also claimed is the corresponding hook strip.

Abstract (de)
Die Erfindung bezieht sich auf eine Hakenbahn sowie ein Verfahren zur Herstellung einer Hakenbahn (1) für einen aus einer Hakenbahn und einer
Schlaufenbahn bestehenden Klettverschluß, wobei die Hakenbahn aus einem Kunststoff besteht, wie beispielsweise Polypropylen oder Polyäthylen,
und folienartig, vorzugsweise im Extrusionsverfahren hergestellt, ausgebildet wird, wobei weiter oberseitig Verhaftungselemente (2) in Form von
Haken (3), Pilzköpfen (6) oder dergleichen ausgebildet werden, wohingegen die Unterseite glattflächig mit einer aufgetragenen Selbstklebeschicht
(7) versehen wird, und schlägt zur Erzielung einer lufteinschlußfreien Verlegung vor, daß durch einen Energiestrahl oder thermo-mechanisch in der
Hakenbahn (1) Durchgangslöcher (L) ausgebildet werden, die auch die unterseitig aufgebrachte Selbstklebeschicht (7) durchsetzen. <IMAGE>
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