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Abstract (en)
The microwave oven is controlled from a control panel (16) that is marked with symbols (20-22) corresponding to different containers, and has
control buttons (28-30) adjacent to each symbol. The control panel also has symbols indicating different temperature levels (T1,T2). The microwave
has a memory that holds information to control operation of the magnetron to produce the desired temperature in the selected container.

Abstract (fr)
Ce four à micro-ondes présente un tableau de commande (16) comportant des moyens (18) propres à sélectionner un type de récipient parmi
plusieurs types de récipients prédéfinis et identifiés chacun par un symbole particulier (20 ; 21 ; 22), et à déclencher une phase de réchauffage du
récipient sélectionné, des moyens (24) de mémorisation de la durée de réchauffage, et des moyens de commande automatique (26) permettant
d'activer le magnétron. Selon l'invention, les moyens de sélection et de déclenchement (18) comportent plusieurs boutons (28, 29, 30), en nombre
égal à celui des types de récipients prédéfinis, repérés chacun par le symbole particulier (20 ; 21 ; 22), et permettant chacun de sélectionner un
niveau particulier de température de réchauffage (T1 ; T2) parmi plusieurs niveaux de température prédéfinis, et les moyens de mémorisation (24)
contiennent, pour chaque type de récipient sélectionné, la durée de réchauffage prédéterminée en fonction du niveau de température sélectionné
(T1 ; T2). <IMAGE>
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