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Abstract (en)
The hoisting mechanism for a flagpole has a continuous cord (30) wholly within the integrated channel holding the slides (40). The upper (31b) and
lower cord deflection rollers are fitted into the channel. Both sections of the cord pass through drillings at the slides, and each slide is clamped by
eyelet screws to a common section of the cord. The roller bearings (32) are screwed to a lateral wall (11).

Abstract (de)
Fahnenmast (10) mit Hißvorrichtung bei dem das Fahnentuch (1) in den Ösen (42) mehrere Gleiter (40) eingehakt werden kann, die in einem Kanal
(12) eines Mastprofils gleitbar gelagert sind und die an einem Seil (30) anklemmbar sind, das im Mastinnern mittels einer Handkurbel auf und ab
beweglich ist, wobei ein endloses Seil (30) ausschließlich in dem die Gleiter (40) aufnehmenden integrierten Kanal (12) angeordnet ist, wobei eine
obere Umlenkrolle (31b) und eine untere Umlenkrolle (31a) ebenfalls in diesem Kanal (12) gelagert sind, wobei beide Seilparten durch Bohrungen
(44) an den Gleitern (40) hindurchgeführt sind und jeder Gleiter (40) mittels der Ösenschrauben (42) an einem gemeinsamen Seilpart festklemmbar
ist. <IMAGE>
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