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Abstract (en)
The device has a chamber (3) connected to the interior of a conduit (2) via through passage apertures (7) and can be fed with vacuum in order to
suck away a conduit (5) residual fluid remaining in the feed conduit in the area of an outlet aperture (6). A circuit sets the suction device (1) in action,
e.g. feeding the chamber with vacuum, when the fluid flow through the conduit is interrupted by a cutoff conduit.

Abstract (de)
Um das Nachtropfen von Flüssigkeit aus der Austrittsöffnung (6) einer Leitung (2) zu verhindern, ist dem Ende der Leitung (2) eine
Tropfenabsaugeinrichtung (1) zugeordnet. Die Tropfenabsaugeinrichtung (1) besitzt ein Gehäuse (4), welches das Ende der Leitung (2) unter
Ausbilden einer Kammer (3) umgibt. Die Kammer (3) steht mit dem Inneren der Leitung (2) über Durchgangsöffnungen (7) in Verbindung
und kann zum Absaugen von im Bereich der Austrittsöffnung (6) nach dem Abschalten des Flüssigkeitsstromes durch die Leitung (2)
zurückbleibenden Flüssigkeitsresten über eine Leitung (5) mit Unterdruck beaufschlagt werden. Es wird eine Schaltung vorgeschlagen, welche die
Tropfenabsaugeinrichtung (1) nur in Betrieb setzt, z.B. die Kammer (3) mit Unterdruck beaufschlagt, wenn der Flüssigkeitsstrom durch die Leitung
(2) durch ein der Leitung (2) zugeordnetes Absperrorgan unterbrochen ist. <IMAGE>
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