
Title (en)
Impeller made of sheet metal

Title (de)
Laufrad aus Blech

Title (fr)
Rouet en tÔle

Publication
EP 0911528 A1 19990428 (DE)

Application
EP 98120083 A 19981023

Priority
DE 19746850 A 19971023

Abstract (en)
At least the base plate (2) and blades (4) are formed from stainless steel plate. Each blade comprises a bent surface on which at least two tabs
(11,12) are formed. The tabs fit in depressions (5,6) or slots in the base plate and the inlet connection (3) or cover plate. Preferably each tab is bent
out of the plane of the blade surface.

Abstract (de)
Die Erfindung betrifft ein Laufrad für eine Kreiselpumpe, das aus mehreren Teilen besteht, wobei an einer die Achse des Pumpenmotors
aufnehmenden Nabe (1) eine hintere Grundplatte (2) befestigt ist, auf der mehrere das Medium fördernde Schaufeln (4) angeordnet sind, die einen
vorderen Ansaugstutzen (3) bzw. eine vordere Abdeckplatte mit einer Ansaugöffnung tragen, wobei zumindest die Grundplatte (2) und die Schaufeln
(4) aus Blech, insbesondere aus Edelstahlblech geformt sind, und jede Schaufel (4) eine in sich gebogene Fläche bildet, an die unter einem Winkel
mindestens zwei lappenförmige Flächenabschnitte/Laschen (11,12) angeformt sind, die in Einprägungen (5,6) und/oder Schlitzen der Grundplatte
(2) und des Ansaugstutzens (3) bzw. der Abdeckplatte einliegen. <IMAGE>
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