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Abstract (en)
The printing machine has an impression cylinder (1) and at least one cylinder group consisting of an offset cylinder (9) and a printing form cylinder
(10), an imaging device(16), an ink fountain (19) and a sheet feeder and extractor. The cylinders are linked by a drive wheel train. The printing form
cylinder is detached from the drive wheel train and is driven by its own drive during the imaging process at the imaging speed. In an operating phase
position the drive for the printing form cylinder is integrated in the drive wheel train.

Abstract (de)
Die Erfindung betrifft ein Verfahren zum Antrieb einer Druckmaschine mit mindestens einer integrierten Bebilderungseinrichtung. Aufgabe
der Erfindung ist die Schaffung eines Verfahrens, welches eine hohe Bebilderungsgeschwindigkeit zuläßt und bei dem eine Verspannung
des Antriebsräderzuges bei allen Betriebszuständen gesichert ist. Erfindungsgemäß wird die Aufgabe dadurch gelöst, daß der Antrieb des
Druckformzylinders (10) vom Antriebsräderzug gelöst, der Druckformzylinder (10) mittels eines Eigenantriebes im Bebilderungsbetrieb mit
Bebilderungsgeschwindigkeit angetrieben, der Antrieb des Druckformzylinders (10) in einer Betriebsphasenlage in den Antriebsräderzug
eingegliedert und der Eigenantrieb mit einem Strom zur Bremsung der Druckmaschine beaufschlagt wird. <IMAGE>
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