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Abstract (en)
The connector (3) connects the wagon boxes (I, II) of closed rail vehicle units to each other. The connector, based on the principle of a rubber
bellows, is fitted into the wagon box structure cross section. The power transmission is arranged so that when a specified load limit is overstepped,
reversibly and irreversibly deformable regions of the device are pulled together in a controlled deformation, augmented by the energy absorption
zones of the wagon box ends. The ends (1, 2) of the wagon boxes are made in the form of ring frames.

Abstract (de)
Mit der erfindungsgemäßen Vorrichtung 3 werden Fahrzeugwagenkästen I, II von geschlossenen Schienenfahrzeugeinheiten untereinander
verbunden. Die Enden 1, 2 der Wagenkästen I, II sind ringspantähnlich ausgeführt. Die dem Prinzip eines Gummibalges ähnliche Vorrichtung 3 ist
dem Wagenkasten-Strukturquerschnitt angepaßt. Die Kraftübertragung ist so abgestimmt, daß nach Überschreitung definierter Belastungsgrenzen
je eines reversibel und eines irreversibel verformbaren Bereiches der Vorrichtung die als zusätzliche Energieabsorptionszonen ausgebildeten
Wagenkastenenden 1, 2 zu einer kontrollierten Verformung herangezogen werden. <IMAGE>
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