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Abstract (en)
In a valve housing (11) a first valve body (30) of the check valve is activated by spring force in the direction of a first valve seat (35) fixed to the
housing. The first valve body accommodates concentrically in its interior a second valve body (38), which likewise is pressed by spring force in the
direction of a second valve seat (47) arranged on the first valve body. Coaxial to the valve bodies in the housing (11) is a positioning member (60)
for adjusting the pressure medium current flowing via throttle grooves (55). The positioning member is formed as a lift stop for the valve bodies.

Abstract (de)
Ein hydraulisches Sperrventil (10; 10a) in Sitzbauart hat ein erstes hülsenförmiges Ventilglied (30; 30a) und ein konzentrisch darin angeordnetes
zweites Ventilglied (38; 38a). Die beiden Ventilglieder (30, 38; 30a, 38a) bilden zwei Ventilsitze (35, 47) aus. Um ein gezieltes Rückströmen
von Druckmittel von einem Arbeitsgerät (A) zu ermöglichen ist das zweite Ventilglied (38; 38a) mittels eines Entsperrkolbens (18; 18a) von
seinem Ventilsitz (47) abhebbar. Zur Begrenzung des dabei entstehenden Ventilhubs ist in das Gehäuse (11; 71) des Sperrventils (10; 10a) ein
tiefenverstellbarer Stutzen (60; 60a) einschraubbar, der gleichzeitig als Anschlag bzw. Wegbegrenzung für das zweite Ventilglied (38; 38a) wirkt. Das
erfindungsgemäße hydraulisches Sperrventil (10; 10a) in Sitzbauart weist einen relativ einfachen Aufbau auf. <IMAGE>
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