
Title (en)
Door opener

Title (de)
Türöffner

Title (fr)
Dispositif d'ouverture de porte

Publication
EP 0922821 A2 19990616 (DE)

Application
EP 98119799 A 19981023

Priority
DE 19754658 A 19971209

Abstract (en)
[origin: US5924750A] A door opener wich can be used for closed-circuit current operation as well as for working current operation, includes a door
latch and a trimmer which can be moved for blocking and releasing the door latch, an armature which can be displaced for blocking or releasing
the trimmer, an electromagnet for displacing the armature, whereby the armature can be moved between three consecutive armature positions,
namely a first armature position, a second armature position, and a third armature position. The armature positions alternately provide a locking
and releasing of the door latch. The door opener also includes a stop element, which can be displaced for delimiting the displacement path of the
armature between a first stop position and a second stop position such that the first or third armature position is blocked.

Abstract (de)
Die Erfindung betrifft einen elektrischen Türöffner, der sowohl für einen Ruhestrombetrieb als auch einen Arbeitsstrombetrieb einstellbar ist. Eine
Türöffnerfalle (2) wird von einem Wechsel (5) blockiert oder freigegeben, wobei ein Anker (9) wiederum den Wechsel (5) blockiert oder freigibt.
Der Anker (9) kann die drei Positionen verriegelt - entriegelt - verriegelt oder entriegelt - verriegelt - entriegelt einnehmen. Ein Anschlagelement
(15) bildet mit einem Elektromagneten (13) eine Einheit und begrenzt den Verstellweg des Ankers (9) auf zwei Positionen. Durch Verstellen der
bewegbar gelagerten Einheit wird entweder die erste oder die dritte Position blockiert und es erfolgt eine Umstellung zwischen Arbeitsstrombetrieb
und Ruhestrombetrieb. <IMAGE>
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