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Abstract (en)
The connector has electrical counter contacts (13) in a connector housing, electrical connectors for a multistrand, uncoated connecting cable,
connectors for electrical and electronic combination of the connectors with the counter contacts and a contacting arrangement (20) for connecting
the connecting cable to the connectors. The contacting arrangement has a movable cable holder part (21) for inserting a cable section and a clamp
lever (22) acting on the cable holder part for pressing the cable section onto the connection arrangement to make a connection.

Abstract (de)
Es wird ein Stecker zum Anschließen eines elektrofluidischen Wandlers angegeben, der an einem Wandlergehäuse (11) vorstehende, elektrische
Steckkontakte (12) aufweist, wobei in einem Steckergehäuse (16) elektrische Gegenkontakte (13) zu den Wandler-Steckkontakten (12), ferner
elektrische Anschlußmittel (14) für ein mehradriges, ummanteltes Anschlußkabel (10), ferner Verbindungsmittel (15) zum elektrischen und
elektronischen Verknüpfen der Anschlußmittel (14) mit den Gegenkontakten (13) und ferner eine Kontaktierungsvorrichtung (20) zum Verbinden des
Anschlußkabels (10) mit den Anschlußmitteln (14) angeordnet sind. Die Kontaktierungseinrichtung (20) weist ein bewegliches Kabelaufnahmeteil
(21) zum Einlegen eines Kabelabschnitts sowie einen auf das Kabelaufnahmeteil (21) wirkenden Klemmhebel (22) zum kontaktherstellenden
Aufpressen des Kabelabschnitts auf die Anschlußmittel (14) auf. <IMAGE>
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