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Abstract (en)
The locking device includes a rotating trap (1) which locks or releases a locking bolt, and a pawl (4) which locks the rotating trap in position. The
pawl is driven by a positioning drive (10) to release the rotating trap in an aperture position of the element. Devices control the positioning drive in
such way, that it is led back from an operating position into a rest position after a release of the rotating trap. The positioning drive is controlled by
pulse width modulation.

Abstract (de)
Die Erfindung betrifft eine Schließeinrichtung für ein bewegliches Element, insbesondere für eine Tür, eine Klappe oder dergleichen eines
Fahrzeuges mit einer Drehfalle (1), die einen Schließbolzen, arretiert oder freigibt, wobei die Drehfalle (1) von einer Sperrklinke (4) im Sinne einer
Fließstellung des Elementes arretierbar ist, wobei die Sperrklinke (4) von einem Stellantrieb (10) zur Freigabe der Drehfalle (1) im Sinne einer
Öffnungsstellung des Elementes antreibbar ist, wobei erfindungsgemäß Mittel vorgesehen sind, die den Stellantrieb (10) derart steuern, daß der
Stellantrieb nach einer Ansteuerung aus einer Ruhestellung (R) in Richtung einer Arbeitsstellung (A) zur Freigabe der Drehfalle (1) gesteuert von der
Arbeitsstellung (A) in die Ruhestellung (R) zurückgeführt wird. <IMAGE>
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