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Abstract (en)
The calender assembly, to process webs of paper and similar materials, has a roller (8) with an adjustable bending action in one roller stack (2)
and a similar roller (9) in the other roller stack (3). They are of a lifting roller mantle type, and are next to each other to give an additional roller nip
(34). The roller bend adjustment mechanism acts selectively at the associated roller stack (2,3) or to the other adjustable bend roller (8,9). The roller
bend adjustment system has a support which is moved by an angle through a setting unit (22). The bearing mounting for the carrier of at least one
adjustable bending roller (9) has an eccentric, which can reduce the gap between it and the neighboring adjustable bend roller (8). The eccentric is
rotated together with the carrier by the setting unit (22). The two stacks of rollers (2,3) have a common center plane, at an angle to the horizontal.
The roller stacks (2,3) have an uneven number of rollers and preferably five rollers in each, where each nip (25-33) is formed by a hard and a soft
roller. The adjustable bend rollers (8,9) forming an additional nip (34) both have elastic mantle claddings.

Abstract (de)
Ein Kalander (1) für Bahnen aus Papier oder ähnlichem Material weist zwei Walzenstapel (2, 3) auf, die je an mindestens einem Ende
eine Durchbiegungseinstellwalze (4, 8, 9, 13) aufweisen. Eine Durchbiegungseinstellwalze (8) des einen Walzenstapels (2) und eine
Durchbiegungseinstellwalze (9) des anderen Walzenstapels (3) sind vom Mantelhub-Typ und einander benachbart und können einen unter
Ausnutzung des Mantelhubs schließbaren Zusatznip (34) bilden. Die Wirkrichtung der Durchbiegungseinstelleinrichtung weist wahlweise zum
zugehörigen Walzenstapel oder zur anderen Durchbiegungseinstellwalze. Auf diese Weise kann ohne großen Aufwand eine weitere Art der
Satinage, insbesondere Mattsatinage, zusätzlich erzielt werden. <IMAGE>
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