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Abstract (en)
The holder (1) has at least two parallel U-shaped rails (3) opening upwards. The free ends (10) of the sides of the rails support the roller holders
(8) of the roller skate (2). The rollers (7) fit into the space (6) vertically apart from the rails which are held by at least one connection (12). The
connection covers at least one end side (11) of the profiled rails and has mountings (13) for fixing the holder to the wall. The distance (D) between
the centres of each profiled rail at least corresponds to the width of a roller skate.

Abstract (de)
Eine Vorrichtung zum Halten von Rollschuhen (2) weist zwei parallel zueinander ausgerichtete, nach oben offene U-förmige Profilschienen (3) auf.
Die freien Schenkelenden (10) dieser Profilschienen (3) halten Rollenträger (8) des Rollschuhs (2), wobei die Rollen (7) mit vertikalem Abstand
von den Profilschienen (3) in deren Freiraum (6) greifen. Die beiden Profilschienen (3) sind durch ein Verbindungsteil (12) auf Abstand gehalten,
wobei das Verbindungsteil (12) die Stirnseiten der Profilschienen (3) abdeckt. Der von Mitte zu Mitte gemessene Abstand (D) der Profilschienen (3)
entspricht mindestens der Breite eines Rollschuhs (2). <IMAGE>

IPC 1-7
A63C 17/00; A63C 3/00

IPC 8 full level
A63C 3/00 (2006.01); A63C 17/00 (2006.01)

CPC (source: EP)
A63C 17/00 (2013.01); A63C 17/06 (2013.01); A63C 2203/44 (2013.01)

Citation (applicant)
DE 19628782 C1 19970807 - BAERTLE EDWIN [DE]

Citation (search report)
• [XA] WO 9738891 A1 19971023 - LINDAUER STEVE [US]
• [DA] DE 19628782 C1 19970807 - BAERTLE EDWIN [DE]
• [A] DE 8625690 U1 19870527
• [A] US 4126256 A 19781121 - MCGRUDER JEROME

Cited by
FR2928529A1; WO2009115697A3

Designated contracting state (EPC)
DE

DOCDB simple family (publication)
DE 29814981 U1 19981119; DE 59909993 D1 20040826; EP 0982053 A1 20000301; EP 0982053 B1 20040721

DOCDB simple family (application)
DE 29814981 U 19980824; DE 59909993 T 19990812; EP 99115159 A 19990812

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0982053A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP99115159&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=A63C0017000000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=20000101&symbol=A63C0003000000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A63C0003000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A63C0017000000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A63C17/00
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A63C17/06
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A63C2203/44

