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Abstract (en)
The method is for calibrating an optical lens grinding tool which has a tilting support (11) mounted on a frame with a lens support shaft (12). The
support with a calibrator is closed with the tool (14) shaft (13). The closing movement is interrupted when the calibrator and tool make contact. There
is an independent claim

Abstract (fr)
Il s'agit de l'étalonnage d'une meuleuse comportant une bascule (11), qui est montée pivotante sur un bâti, un arbre porte-verre (12), qui est monté
rotatif sur la bascule (11), et un arbre porte-outil (13, 13'), qui est monté rotatif sur le bâti, et sur lequel peut être monté un outil d'usinage (14, 14'),
suivant un procédé comportant une phase d'accostage au cours de laquelle la bascule (11), équipée d'un calibre d'étalonnage, est rapprochée de
l'arbre porte-outil (13, 13'), équipé, lui, d'un outil d'usinage (14, 14'). Suivant l'invention, on interrompt cette phase d'accostage dès qu'un contact,
et, préférentiellement, un contact électrique, est détecté entre le calibre d'étalonnage et l'outil d'usinage (14, 14'), en choisissant préférentiellement
pour ce faire un calibre d'étalonnage comportant au moins en surface une partie conductrice isolée. Application aux meuleuses pour lentilles
ophtalmiques. <IMAGE>
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