
Title (en)
METHOD AND DEVICE FOR TREATING THE SURFACES OF COMPONENT BORES

Title (de)
VERFAHREN UND EINE VORRICHTUNG ZUM BEHANDELN DER FLÄCHEN VON BOHRUNGEN VON BAUTEILEN

Title (fr)
PROCEDE ET DISPOSITIF DESTINE A TRAITER LES SURFACES D'ORIFICES PRATIQUES DANS DES ELEMENTS

Publication
EP 1009580 B1 20010523 (DE)

Application
EP 98906893 A 19980127

Priority
• DE 19711232 A 19970318
• EP 9800436 W 19980127

Abstract (en)
[origin: WO9841356A1] The invention relates to a method for treating the surfaces (I) of component bores, especially for treating the tracks (I)
of cylinder bores (B1, B2, B3, B4) of engine blocks (M) with a laser beam (X) which is directed at the surface requiring treatment by means of
deflecting optical device (100), and a device intended for said treatment. Said devices enable the surfaces of component bores to be treated easily,
with greater precision and improved efficiency. The inventive method is characterized in that during the treatment process the component (M) is
rotated around a rotational axis which is aligned paraxially with the longitudinal axis of the bore being treated whilst the deflecting optical device
(100) remains stationary. Any imbalances which appear when said component (M) is rotated are corrected by correction gauges (21, 22).
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