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Abstract (en)
The method and appliance for producing spray mortar involve mixing water with dry mortar stored in a storage container (2). The two-stage mixer (8)
is attached to the storage container and has a water feeder (12) and pump. The mixer is in the form of a pipe (9) inside which are mixer elements
(11) on a rotary shaft (10). The mixer pipe has a first section (9') for the first mixer stage and an attached larger-diameter second section (9) for the
second mixer stage. the mixer elements in the second pipe section have a greater radial length than in the first section.

Abstract (de)
Eine Mörtelmischmaschine zum Herstellen von Spritzmörtel zur Verwendung im Naßspritzverfahren, wobei der Trockenmörtel schwer lösliche
Anteile, insbesondere schwer lösliche Kunststoffdispersionen aufweist, weist ein zweistufiges Mischrohr 9 mit zwei Rohrabschnitten 9', 9'' auf, wobei
der Durchmesser des vorderen, zweiten Rohrabschnittes 9'' größer ist als der Durchmesser des hinteres Rohrabschnittes 9' der ersten Mischzone.
Dadurch erfolgt im zweiten Rohrabschnitt der zweiten Mischstufe eine intensivere Durchmischung des Mörtels, so daß auch die schwer löslichen
Kunststoffdispersionen gelöst werden. <IMAGE>
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