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Abstract (en)
[origin: EP1038801A1] The invention relates to a support leg construction for a container being supported by a chassis (4), the support leg
construction including a support leg (1) comprising a rotatable part (2) and a turnable part (3) at an angle to the rotatable part, the support leg
being turnable by means of a bearing structure from a first, mainly horizontal, rest position in which it is retracted to the chassis to a second,
mainly vertical, pulled out parking position in relation to the chassis for supporting the chassis, whereby the support leg and the chassis comprise
supporting surfaces (6a, 8a) placed against each other and arranged to be pressed against each other when the support leg is in the pulled out
position, and locking devices (6, 7, 9 to 11) for keeping the support leg locked to the chassis when the support leg is in the pulled out position, the
locking devices comprising two co-operating locking means (6, 8). In order that the support leg construction is able to support the chassis firmly, is
safe and can rapidly be placed in different operating positions without obstructing the towing vehicle, and that the function thereof is not liable to dirt
etc., the locking means comprise self-tightening wedge-shaped tightening surfaces (6a, 8a) arranged to be pressed against each other more strongly
as the mass placed upon the chassis (4) increases, i.e. the greater the mass is, whereby the first tightening surface (6a) of the tightening surfaces
is formed on a first rotatable part and the second tightening surface (8a) of the tightening surfaces is formed on a reception part (7) arranged to the
chassis (4) so as to receive a container or a corresponding load placed thereupon when the support leg (1) is in the parking position. <IMAGE>
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