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Abstract (en)
[origin: WO9933080A1] The arc splitting plates (2) having a filigree design of an arc extinguishing chamber (1) must be mounted and fixed in an
operationally reliable manner. For that purpose, the branches or bases (3) of the arc splitting plates (2) are kept apart by spacers (9), in particular by
grooves (9), shaped on the outer side of the arcing chamber insert (6).

IPC 1-7
H01H 9/36

IPC 8 full level
H01H 9/36 (2006.01)

CPC (source: EP US)
H01H 9/362 (2013.01 - EP US)

Citation (search report)
See references of WO 9933080A1

Designated contracting state (EPC)
DE FR IT

DOCDB simple family (publication)
WO 9933080 A1 19990701; CN 1133187 C 20031231; CN 1273680 A 20001115; DE 19757332 C1 19990722; DE 59803389 D1 20020418;
EP 1042772 A1 20001011; EP 1042772 B1 20020313; US 6288354 B1 20010911

DOCDB simple family (application)
DE 9803650 W 19981211; CN 98809864 A 19981211; DE 19757332 A 19971222; DE 59803389 T 19981211; EP 98966208 A 19981211;
US 59275900 A 20000613

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1042772A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP98966208&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=H01H0009360000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01H0009360000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01H9/362

