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Abstract (en)
The window (10) lock incorporates a bolt element (34) bolting the closed casement frame (14). The bolted bolt element is supported on the
casement frame and , in an opening position, grips behind a thrust piece (38) on the casement frame. A rabbet ( with width (b) in an opening
direction (X) is formed between the blind frame (12) and the closed casement frame. The bolted bolt element in an opening direction to the thrust
piece has a distance of 5 per cent or more of the rabbet-width (b)

Abstract (de)
Ein Fenster weist einen Blendrahmen (12) und einen Flügelrahmen (14) auf, der am Blendrahmen (12) gelagert und aus einer geschlossenen
Stellung in eine Öffnungsrichtung (X) schwenkbar ist. Der geschlossene Flügelrahmen (14) ist durch ein Riegelelement (34) verriegelbar, das am
Flügelrahmen (14) gestützt und in Öffnungsrichtung (X) hinter einen Anschlag (38) des Blendrahmens (12) greift. Zwischen dem Blendrahmen (12)
und dem geschlossenen Flügelrahmen (14) ist ein Falz (26) mit einer Falzbreite (b) in Öffnungsrichtung (X) ausgebildet. Um Herstellungstoleranzen
des Fensters und dessen Verzug während seiner Lebensdauer auszugleichen und ein Verklemmen bzw. Verkanten des Riegelelements (34) zu
verhindern, ist das verriegelte Riegelelement (34) so ausgebildet, daß es in Öffnungsrichtung (X) zum Anschlag (38) einen Abstand (a) von 5 %
oder mehr der Falzbreite (b) hat. <IMAGE>
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