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Abstract (en)
Rolled product cooling on a cooling bed, involves initial air cooling, water spray mist cooling and final air drying and coo during transverse transport.
A rolled product (2) is cooled on a cooling bed by transporting it transversely to its longitudinal axis (3) while being subjected to air cooling in an
initial section (6), water spray mist cooling in a middle section (7) and air drying and air cool in an end section (8). An Independent claim is also
included for a cooling bed for carrying out the above process.

Abstract (de)
Kühlverfahren für Walzgut (2) in einem Kühlbett, wobei das Walzgut (2) eine Walzgutlängsachse (3) aufweist und während des Kühlens quer zur
Walzgutlängsachse (3) transportiert wird, wobei zum Kühlen des Walzguts (2) Wasser mit einem Arbeitsdruck auf das Walzgut (2) aufgebracht
wird, wobei das Walzgut (2) in einem Anfangsabschnitt (6) nur luftgekühlt wird, sodann in einem Mittelabschnitt (7) mit einer Mittelabschnittbreite
durch Versprühen einer Wassermenge (M) auf das Walzgut (2) sprühnebelgekühlt wird und schließlich in einem Endabschnitt (8) luftgetrocknet und
luftgekühlt wird, und hiermit korrespondierendes Kühlbett. <IMAGE>
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