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Abstract (en)

The work unit consists of a lift-cabin (2) with height-adjustable maintenance platform (10) which travels along the lift sha (1). The floor (12) of the
lift-cabin forms a stand (12) which can be continuously adjusted by a driven hoist (13) and can conta the stowed-away platform. The drive for the
lift can be switched over to inspection from normal operation by opening a hatchway the ceiling (14.1) of the cabin. Sensors (16.1,16.2) of a cabin-

switchboard control the hoist.

Abstract (de)

Diese Wartungsbiihne (10) ist in der Aufzugskabine (2) angeordnet. Ein Podest (12), von dem aus die Arbeiten im Aufzugsschacht (1)
ausgefuhrt werden, ist gleichzeitig auch der Boden der Aufzugskabine (2). Das Podest (12) ist mittels einer auf dem Scherenprinzip arbeitenden
Hebeeinrichtung (13) héhenverstellbar. Fir den Transport von Personen und Gitern ist das Podest (12) in der mit unterbrochener Linie
gezeigten Lage, in der die Hebeeinrichtung (13) unter dem Podest (12) bzw. unter dem Kabinenboden (13) verstaut ist. Fir Wartungsarbeiten im
Aufzugsschacht (1) ist das Podest (12) bis zur gezeigten Lage stufenlos hdhenverstellbar. Mit der Wartungsbiihne (10) in Arbeitsstellung wird die

vorschriftsmassige Uberfahrt (U) erreicht, weil dafir die Distanz zwischen der Kabinendecke (1.1) und dem Podest (12) bestimmend ist. <IMAGE>
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