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Abstract (en)
The ventilation unit (10) is fixed in a portable casing (14) with moulded sound and heat insulating parts (16,18,20). A suction opening (22) is
provided at the lower face of the casing for intake air. An exit opening (32) is provided at the upper face of the casing for air to be supplied. The
casing preferably has a symmetrical shape with rotation symmetry. The insulating part (18) around the ventilator sides is made in two parts.

Abstract (de)
Die Erfindung betrifft eine Ventilationseinheit (10) für einen Lüftungsschacht. Um für ein Lüftungssystem zur zentralen Entlüftung eines Wohnhauses
eine Ventilationseinheit zur Verfügung zu stellen, die komplett vormontiert ist, störenden Lärm vermeidet und auf der Baustelle schnell von
ungeübten Kräften auf ein Schachtsystem aufgesetzt werden kann, wird vorgeschlagen, daß die Ventilationseinheit (10) eine tragfähiges Gehäuse
(12) besitzt, in dem ein Ventilator (14) schall- und wärmeisoliert fixiert ist, daß an der Unterseite des Gehäuses (12) eine Ansaugöffnung (22) für die
anzusaugende Luft und an der Oberseite des Gehäuses (12) eine Austrittsöffnung (32) für die abzuführende Luft vorgesehen ist. <IMAGE>
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