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Abstract (en)
The arrangement has a connecting element (3) with a wall element (4), which is pivotally mounted on the base of the drawer and a connecting
element that is connected to a pull-out guide (2). A catch element is provided, which secures the wall element in the mounted position. Preferably,
the connection element is pivotally mounted and has a catch element that co-operates with the other catch element in the mounted position. An
Independent claim is included for a drawer.

Abstract (de)
Eine Befestigungsanordnung dient insbesondere zur Befestigung eines rückseitigen Wandelementes (4) eines Schubkastens an einem Schubboden
(1) und einem Verbindungselement (3) und weist ein Wandelement (4), das an einem Schubboden (1) fixiert ist, und ein an dem Schubboden
(1) anbringbares Verbindungselement (3), auf, das mit einer Ausziehführung (2) verbindbar ist. Das Wandelement (4) ist verschwenkbar an dem
Schubboden (1) gelagert wobei mittels einer an dem Verbindungselement (3) und dem Wandelement (4) gebildeten Rasteinrichtung (11, 18) das
Wandelement (4) in einer Montageposition gehalten werden kann. Vorzugsweise ist an dem Verbindungselement (3) ein Aufsatz (10) vorgesehen,
der eine Ausnehmung (11) und einen Anschlag für das Wandelement (4) aufweist. Diese Ausbildung vereinfacht die Montage eines Schubkastens
und verringert die Herstellungskosten, da nur eine geringe Anzahl von Bauteilen benötigt wird. <IMAGE>
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