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Abstract (en)
The inspection hatch comprises a frame (1) which covers the opening and an opening frame (12) edging the closing slab (9). Both frames have
corner irons whose vertical flanges (8,14) converge toward each other to define a trapezoidal intermediate space sealed in its upper part by a
perimeter joint (21). The two frames are immobilized relative to each other by several locking devices each comprising a fold down handle (31)
which also forms a means for lifting the slab held in the opening frame.

Abstract (fr)
La trappe de visite comporte un cadre dormant (1) habillant l'ouverture et un cadre ouvrant (12) bordant la dalle de fermeture (9) profilés tous les
deux en cornière dont les ailes montantes respectives (8) et (14) en regard sont convergentes l'une vers l'autre pour définir entre elles un espace
intermédiaire de section trapézoïdale fermé en partie supérieure par un joint périmétrique (21). Les deux cadres sont immobilisés l'un par rapport à
l'autre soit par plusieurs moyens d'assemblage à vis soit par plusieurs dispositifs de verrouillage chacun comportant une poignée rabattable (31) qui
constitue également un moyen de levage pour la dalle (9) ou la fraction de paroi emprisonnée dans le cadre ouvrant (12). Cette invention intéresse
les constructeurs de trappes de visite et plus particulièrement de trappes de visite pour le sol. <IMAGE>
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