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Abstract (en)
The housing for a ventilator has an annular turbine (25) with vanes (26), driven by a motor (28). The turbine has a volute housing (20) defining an air
outlet passage. The volute has an internal wall (35) with a radius having an exponential angular increase defined by a given formula. This uses the
dimensions of the inner wall radius and an expansion constant with a defined range of values.

Abstract (fr)
L'invention concerne une installation de chauffage-climatisation présentant au moins un pulseur centrifuge comportant au moins une turbine
annulaire (25) pourvue d'ailettes (26), qui est entraînée par un moteur (28), cette turbine (25) étant entourée par une volute (20) définissant un
espace de transmission de l'air vers une région de sortie du pulseur, la volute (20) présentant une paroi interne (35) de rayon r présentant une
évolution angulaire exponentielle conforme à la relation : r = ro exp ( Io π θ / 180° ) pour θ compris entre 0° et θM ro = rayon de la paroi interne
pour θ = 0°, Io = constante d'évolution exponentielle, caractérisée en ce que : 6,5.10<-2> <= Io <= 8.10<-2>, et en ce que la paroi interne (35) de
la volute (20) présente une hauteur croissante en fonction de l'angle θ depuis une valeur H'o pour θ = 0 jusqu'à une valeur H'M pour θ = θM, avec,
0,67 <= ro/H'M <= 0,8. <IMAGE>
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