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Abstract (en)
The soap dispenser includes a tubular pump (18) held in a tubular abutment (14). A horizontally guided piston (40) meets the abutment
orthogonally. A guide sleeve (16) projecting out of the abutment encloses the tubular pump in part on the piston side with keyed engagement.
Recesses are provided in the guide sleeve so that the piston can pass through to operate the pump. The piston is mounted for articulated movement
on a single-arm operating lever (24) which has a resetting spring formed by a bent spring wire engaging at its two ends in a side guide of the lever..

Abstract (de)
Ein Spender für eine zum Hände waschen benutzte Seifenlösung ist konstruktiv sehr einfach aufgebaut und verwendet eine Schlauchpumpe (18),
welche durch einen horizontal geführten, an einem Hebel (23, 24) gelenkig gelagerten Kolben (40) betätigt wird. Durch die definierte Kolbenführung
und die durch ein Widerlager (14) und eine Führungshülse (16) formschlüssig gehaltene Schlauchpumpe (18) reproduziert die Dosiervorrichtung
die abgegebene Seifenmenge in hoher Genauigkeit. Zudem ist der Spender (1) mit seiner Schlauchpumpe (18) derart mit seinen Seifenlösung
führenden Teilen abgedichtet, dass er auch bei längerem Nichtgebrauch keine Kontamination erfährt. <IMAGE>
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