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Abstract (en)
[origin: WO0019894A1] Electrodes (14) at the front of the tip (12) of the probe (11), are connected by wires (13) to control circuitry. The electrodes
(14) can be used in pairs to measure the pulse response of tissue or as a group of four to perform four terminal conductivity measurements.

IPC 1-7
A61B 5/05

IPC 8 full level
A61B 5/053 (2006.01)

CPC (source: EP)
A61B 5/0531 (2013.01); A61B 5/0538 (2013.01)

Citation (search report)
• [X] US 5800350 A 19980901 - COPPLESON JOHN VICTOR MALCOM [AU], et al
• See references of WO 0019894A1

Designated contracting state (EPC)
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE

DOCDB simple family (publication)
WO 0019894 A1 20000413; AU 6512399 A 20000426; EP 1119288 A1 20010801; EP 1119288 A4 20030611; HK 1039265 A1 20020419

DOCDB simple family (application)
US 9923524 W 19991008; AU 6512399 A 19991008; EP 99953114 A 19991008; HK 02100779 A 20020201

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1119288A4?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP99953114&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=A61B0005050000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A61B0005053000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A61B5/0531
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A61B5/0538

