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Abstract (en)
[origin: US2001016966A1] A device for securing a handle on a tool and including inner member having a first end to be fixedly connected with
the handle, a second end formed as an expansion cone to be releasably connected with the tool, and an outer thread provided between the first
and second end, a securing element surrounding the expansion cone and displaceable along the cone, and an adjusting sleeve surrounding the
inner member, engageable in the securing element, and having an inner thread cooperating with the outer thread provided on the inner member for
enabling displacement of the securing means relative to the inner member upon rotation of the adjusting sleeve, with the adjusting sleeve having,
at its handle end, a thread-free cover section forming with an outer circumference of the inner member an annular clearance, which provides for
securing handles having different diameters, and with the device further including drain channels communicating with the annular clearance.

Abstract (de)
Befestigungsvorrichtung (1) zur Anbringung eines Stiels (3) an einem Werkzeug, mit einem starr mit dem Stiel und lösbar mit dem Werkzeug
verbindbaren Innenteil (5), einem das Innenteil umgreifenden und diesem gegenüber axial verschieblichen Befestigungsmittel (7.1, 7.2) und
einer im Gewindeeingriff mit dem Innenteil (5) stehenden Verstellhülse (9) zur Umsetzung einer Drehbewegung in eine axiale Verschiebung der
Befestigungsmittel (7.1, 7.2), wobei zwischen der Verstellhülse (9) und dem Innenteil (5) an dessen stielseitigen Ende ein Ringspalt (27) gebildet ist,
dem Wasserablaufkanäle oder -öffnungen (15, 29) zugeordnet sind. <IMAGE>
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