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Abstract (en)
The nozzles (9) of the device for CIP cleaning are movable from a work position across or perpendicular to the movement of the support (1) into
a cleaning position whereby the spray nozzles of two adjoining nozzle assemblies (11) can each be connected together through a CIP connecting
element. The nozzle assemblies can be spread out on a support rotating about a vertical machine axis (VA) so that the spray nozzles move in and
out relative to the machine axis between the work and cleaning positions.

Abstract (de)
Bei einer Vorrichtung zur Überkopf-Behandlung von Flaschen (2) oder dgl. Behälter mit mehreren an einem umlaufenden Transportelement
vorgesehenen Flaschengreifern (7) zur Mitnahme der Flaschen (2) auf einer sich zwischen einem Behältereinlauf (4) und einem Behälterauslauf
(5) erstreckenden Transportbahn, auf der die Flaschen (2) zumindest über einen Teilbereich (II) in einer Überkopf-Position bewegt werden, sind
an einem umlaufenden Träger (1) Düsenanordnungen (11) mit jeweils wenigstens einer Spritzdüse (9) für den Austritt eines flüssigen und/oder
gasförmigen und/oder dampfförmigen Behandlungsmediums vorgesehen. Für eine CIP-Reinigung sind die Düsen (9) quer oder senkrecht zur
Bewegung des Trägers (1) aus einer Arbeits-Position in eine Reinigungs-Position bewegbar. und/oder verschiebbar und die Spritzdüsen (9) zweier
benachbarter Düsenanordnungen (11) sind jeweils über ein CIP-Verbindungselement (31) miteinander verbindbar. <IMAGE>
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