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Abstract (en)
[origin: DE10009137C1] The connection (1) for a heating radiator, with the pipe connectors (2,3) for the inflow and return flow of the heating
medium, has a common cap section (13) with two parallel holder openings for the expansions of the connecting ends of the pipes (4,5) and/or for the
clamping ring which holds the pipe connection ends. The two connections (14) are bonded together by a fixed unit. At least one mounting (18) locks
the cap unit (13) to the fixed bond unit, which can be accessed from the side (19) of the connection (1) away from the wall.

IPC 8 full level
F24H 9/12 (2006.01); F16L 39/00 (2006.01)

CPC (source: EP)
F24D 19/0009 (2013.01)

Designated contracting state (EPC)
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE TR

DOCDB simple family (publication)
EP 1130340 A2 20010905; EP 1130340 A3 20020529; EP 1130340 B1 20060621; AT E331191 T1 20060715; DE 10009137 C1 20010208;
DE 50013047 D1 20060803; DK 1130340 T3 20061023; ES 2267453 T3 20070316

DOCDB simple family (application)
EP 00127641 A 20001216; AT 00127641 T 20001216; DE 10009137 A 20000226; DE 50013047 T 20001216; DK 00127641 T 20001216;
ES 00127641 T 20001216

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1130340B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP00127641&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F24H0009120000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16L0039000000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24D19/0009

