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Abstract (en)
The auxiliary block has a container (11) with connectors (22,32) and a secondary slide (104) connecting electrically using perpendicular motion. The
sliding secondary has a protruding spigot section (142). The protruding spigot can be removed so as not to interact with the contact strips (2,3).

Abstract (fr)
Un bloc auxiliaire comporte un boîtier (11) renfermant un dispositif de contact secondaire solidaire de deux bornes (22, 32) accessibles de
l'extérieur dudit boîtier (11) et un coulisseau secondaire (104) destiné à modifier l'état dudit contact secondaire et est destiné à être monté sur un
contacteur électrique afin que le coulisseau secondaire (104) soit entraîné par le coulisseau dudit contacteur. Le contact secondaire est constitué
d'un premier et d'un second contacts (21, 31) positionnés l'un en face de l'autre dans deux plans parallèles entre eux et parallèles à la direction
de déplacement du coulisseau secondaire (104) et amenés en contact par un moyen porté par ledit coulisseau secondaire (104) et les déplaçant
perpendiculairement à sa direction de déplacement. Le moyen porté par le coulisseau secondaire (104) est un ergot (142) disposé en saillie par
rapport à la face avant, tournée vers les lames de contact (2, 3), dudit coulisseau secondaire (104), ledit ergot (142) pouvant être effacé afin de ne
pas agir sur les lames de contact (2, 3). <IMAGE>
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