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Abstract (en)
The injection valve has a pre-loaded longitudinally elastic sleeve-shaped element (35,37) to charge a valve member (10) in closing direction. The
sleeve element is rotary-symmetrical, and is e.g. bellows-shaped. The bellows consist of truncated cone-shaped parts of different heights, with facing
edges being rounded.

Abstract (de)
Kraftstoffeinspritzventil mit einem Ventilkdrper (1), in dem in einer Bohrung (12) ein kolbenférmiges Ventilglied (10) entgegen einer SchlieBkraft
langsverschiebbar angeordnet ist. Am brennraumseitigen Ende des Ventilglieds (10) ist eine Ventildichtflache (15) ausgebildet, die mit einem
Ventilsitz (17) zur Steuerung wenigstens einer Einspritzo6ffnung (19) zusammenwirkt. Das Ventilglied (10) ist in einem brennraumabgewandten
Abschnitt in der Bohrung (12) gefuihrt und verjiingt sich zum Brennraum hin unter Bildung einer Druckschulter (11), die mit Kraftstoff beaufschlagt
ist. Die Langsbewegung des Ventilglieds (10) wird durch die hydraulische Kraft auf die Druckschulter (11) gesteuert, welche hydraulische Kraft
entgegen der SchlieBkraft gerichtet ist. Die SchlieBkraft wird durch wenigstens einen Faltenbalg (35; 37) erzeugt, der in einem im Ventilhaltekérper
(7) ausgebildeten Federraum (45) unter Vorspannung angeordnet ist. Der Faltenbalg (35; 37) weist dabei keinen Verschlei3 auf, so dai3 der
Offnungsdruck des Kraftstoffeinspritzventils wahrend des gesamten Betriebs konstant bleibt (Figur 1). <IMAGE>

IPC 1-7
FO2M 63/00; FO2M 45/08; FO2M 61/10; FO2M 61/20

IPC 8 full level
FO2M 45/08 (2006.01); FO2M 61/20 (2006.01)

CPC (source: EP)
F02M 45/083 (2013.01); FO2M 61/20 (2013.01)

Citation (applicant)
DE 4440182 A1 19960515 - BOSCH GMBH ROBERT [DE]

Cited by
US6712289B1; WO2007098988A1

Designated contracting state (EPC)
ATBE CHCYDEDKESFIFRGBGR IEITLILUMC NL PT SE TR

DOCDB simple family (publication)
EP 1154152 A2 20011114; EP 1154152 A3 20041208; DE 10023322 A1 20011115

DOCDB simple family (application)
EP 01109235 A 20010414; DE 10023322 A 20000512


https://worldwide.espacenet.com/patent/search?q=pn%3DEP1154152A2?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP01109235&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=F02M0063000000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=20000101&symbol=F02M0045080000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=20000101&symbol=F02M0061100000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=20000101&symbol=F02M0061200000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02M0045080000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02M0061200000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M45/083
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M61/20

