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Abstract (en)
Made as a cylindrical shell from a lower part and a jacket joined on, a vaporizer chamber (5) has a base opening for feeding in fuel and air and a
resistor heating device inserted in ring grooves. A cylindrically hollow burner tube (8) fits on the jacket. Outer guiding devices (9) guide part of the
combustion gases from the burner tube to the jacket. The lower part forms the base of the shell.

Abstract (de)
Eine Verdampferkammer (5) in Ölverdampfer-Vormischbrennern ist in Grundform einer zylindrischen Schale (11, 12) aus einem Unterteil (11) und
einem angesetzten Mantel (12) gebildet, besitzt eine Bodenöffnung (6) für die Brennstoff- und Luftzuführungen und eine in Ringnuten (13, 14)
eingesetzte elektrische Widerstandsheizung. Ein hohlzylindrisches Brennerrohr (8) ist an den Mantel (12) ansetzbar. Äußere Leiteinrichtungen (9)
führen einen Teil der Verbrennungsgase vom Brennerrohr (8) zum Mantel (12). Der Unterteil (11) ist als Boden (11) der Schale ausgebildet, die
Ringnuten (13, 14) für die Widerstandsheizung sind zu deren Schutz und zur Verbesserung der Wärmeübergabe zueinander offen im Boden (11)
und Mantel (12) vorgesehen und bilden miteinander einen geschlossenen Kanal (15). Ein die Verdampferkammer (5) mit Abstand umschließender
Isoliationsring (10) dient zur Konzentration der Wärmeabgabe der heißen Verbrennungsgase auf die Verdampferkammer (5). <IMAGE> <IMAGE>
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