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Abstract (en)
The armor shield (2) for a vehicle, as a protection against the explosion of a land mine and the like, is fitted to the exterior of the chassis. Mountings
(4.1) are at the chassis, bonded to the armor plate, to transfer distortion forces from an explosion at the armor plate over the whole chassis. The
armor plate has a wedge-shaped strap (7) to fit into the chassis mounting in a positive fit, for installation and replacement.

Abstract (de)
Ein flächiges Schutzelement (2) zum Schutz eines Fahrzeugs gegen eine Einwirkung eines Sprengkörpers, insbesondere einer Mine, wird derart
aussenseitig am Chassis des zu schützenden Fahrzeugs befestigt, dass die bei einer Explosion eines Sprengkörpers auftretenden und zunächst
auf das Schutzelement (2) wirkenden Deformationskräfte in das gesamte Chassis übergeleitet werden. Zu diesem Zweck werden am Chassis
Halterungen (4.1 bzw. 4.2) befestigt, welche derart mit dem Schutzelement (2) verbunden sind, dass zwischen diesen Bauteilen im Falle einer
Explosion eines Sprengkörpers eine formschlüssige Verbindung entsteht und so die Kräfte von dem Schutzelement (2) auf das Chassis übertragen
werden. Gerade weil das Chassis als Ganzes stärker als das eigentliche Schutzelement (2) ausgebildet ist, können hohe Kräfte übernommen
werden und gleichzeitig plastische Verformungen am Schutzelement (2) derart reduziert werden, dass daraus resultierende Beschädigungen
minimiert werden. <IMAGE>
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