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Abstract (en)
The temperature probe (19) is connected to a protection switch or temperature monitor (18), and runs between the heating zone and the cooking
panel. The temperature probe is held by the insulation body (14) and the fixing facilities reaching the carrying tray (12). The fixing facilities are at
least partly formed from the material of the carrying tray. The fixing facilities include a holder for holding the probe and a counter bearing for fixing
the holder, and together form a self operating locking connection. The radiation heating body (11) has a coil (16) which is held on the tray which has
an insulating edge (13)

Abstract (de)
Gemäß einer Ausführung der Erfindung wird ein Strahlungsheizkörper (11) für ein Glaskeramikkochfeld (25) geschaffen. Er besteht aus einer
Trägerschale (12), die einen flachen Isolierkörper (14) trägt, auf dem eine Heizung (16) angeordnet ist. Ein Temperaturwächter (18) ragt mit einem
Fühler (19) bis in den Mittelbereich des Strahlungsheizkörpers (11) und kann an einer Erhebung (23) des Isolierkörpers (14) aufliegen. Mittels eines
Halters (45) kann der Fühler (19) an der Trägerschale (12) befestigt werden, wobei die Fühlerbefestigung nicht über die Unterseite der Trägerschale
(12) übersteht. Der Halter (45) reicht mit widerhakenförmigen Enden in eine Öffnung in der Trägerschale (12) und umgreift Rastkanten (43) zur
Befestigung. <IMAGE>
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