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Abstract (en)
The support has a plate shaped base section which in first end region has a support foot system and in an opposite end region has a U shaped
cut-out. The locating support is designed so that the first tongue has a snap element, which is elastically resilient in the direction to the supporting
foot system. The support element is a locating projection (23). The light fitting (1) especially with integrated lamp has a housing (2), a preferably
elongated lamp (6), which is held in at least one holder (5), a light influencing element (7) held detachable in a plug connection.

Abstract (de)
Die Erfindung betrifft eine Rasterstütze (24) für eine Leuchte (1), bestehend aus einem scheibenförmigen Basisabschnitt (26), der in einem ersten
Endbereich (E1) eine Stützfußanordnung und in einem gegenüberliegenden Endbereich (E2) eine U-förmig ausgeschnittene und quer zu einer
Innenseite (S2) des Basisabschnitts (26) abstehende erste Zunge (29) aufweist, wobei auf der der Innenseite (S2) abgewandten Außenseite (S1)
des Basisabschnitts (26) ein Stützelement angeordnet ist. Um die Rasterstütze (24) dahingehend zu verbessern, daß der bau-, montage- und
kostenintensive Aufwand verringert wird, insbesondere eine Nietverbindung entfallen kann, weist die erste Zunge (29) ein Schnappelement (36) auf,
das in Richtung auf die Stützfußanordnung elastisch nachgiebig ist. <IMAGE>
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