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Abstract (en)
The manhole cover mounting has an opening (O) and a frame (1) with a lid (2) and a pivot axis (31) fixed to the frame. The pivot has a flat (310) and
an eye (32) for articulation of the lid engaged in the pivot by a reduced section guide (320) which prevents the engagement of the eye in the pivot
at set relative conditions of the lid and frame. The flat can have an angle greater than ninety degrees and the lid can only be fitted on the frame in a
reversed position.

Abstract (fr)
L'invention concerne un dispositif d'obturation d'une ouverture (O), comprenant un cadre (1), un panneau (2), un axe d'articulation (31) solidaire
du cadre (1) et présentant un méplat (310), et un oeil (32) d'articulation du panneau (2), engagé dans l'axe d'articulation (31) par l'intermédiaire
d'un guide de section réduite (320) qui n'autorise l'engagement de l'oeil (32) dans l'axe (31) que dans des conditions déterminées d'inclinaison du
panneau (2) par rapport au cadre (1). Selon l'invention, le méplat (310) a, par rapport au cadre (1), une inclinaison (J) supérieure à un angle droit, et
le panneau (2) ne peut être monté sur le cadre (1) que dans une position renversée. Cet agencement facilite le montage du panneau (2) sur le cadre
(1). <IMAGE>
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