
Title (en)
Fire extinguishing device for laboratory arrangements in particular for laboratory fume hoods

Title (de)
Feuerlöscheinrichtung für Laboreinrichtungen, insbesondere für Laborabzüge

Title (fr)
Dispositif d'extinction d'incendies pour aménagements de laboratoire en particulier pour des hottes de laboratoire

Publication
EP 1208875 B1 20060802 (DE)

Application
EP 01125829 A 20011030

Priority
DE 20019808 U 20001122

Abstract (en)
[origin: EP1208875A2] The extinguisher (11) is a mobile system for flexible connection with laboratory equipment (10).

IPC 8 full level
A62C 4/04 (2006.01); A62C 3/00 (2006.01); A62C 13/78 (2006.01)

CPC (source: EP)
A62C 3/00 (2013.01); A62C 13/78 (2013.01)

Cited by
RU2715255C1; CN106694077A

Designated contracting state (EPC)
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE TR

DOCDB simple family (publication)
EP 1208875 A2 20020529; EP 1208875 A3 20020626; EP 1208875 B1 20060802; AT E334728 T1 20060815; DE 20019808 U1 20010308;
DE 50110599 D1 20060914; ES 2269276 T3 20070401

DOCDB simple family (application)
EP 01125829 A 20011030; AT 01125829 T 20011030; DE 20019808 U 20001122; DE 50110599 T 20011030; ES 01125829 T 20011030

https://worldwide.espacenet.com/patent/search?q=pn%3DEP1208875B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP01125829&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A62C0004040000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A62C0003000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A62C0013780000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A62C3/00
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A62C13/78

