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Abstract (en)
A cooling device is for a blade with a platform (3) through which at least one cooling channel (7) passes radially. This channel is connected via
an outlet aperture to an outlet channel coming out of the platform. The outlet channel, as it comes up to the outlet aperture, runs in a longitudinal
direction, which in projection runs along co-parallel to the flow direction.

Abstract (de)
Beschrieben wird eine Vorrichtung sowie ein Verfahren zur Kühlung eines Deckbandsegments einer Turbinenschaufel, die einen Schaufelfuß, ein
Schaufelblatt mit einer An- und Abströmkante, sowie eine Schaufelspitze mit einem Deckbandsegment in der Form einer Plattform aufweist und die
radial von wenigstens einem Kühlkanal wenigstens teilweise durchsetzt ist, der mit wenigstens einem, über eine Austrittsöffnung an der Plattform
austretenden Austrittskanal verbunden ist. Die Erfindung zeichnet sich dadurch aus, dass der Austrittskanal angrenzend zur Austrittsöffnung eine
Kanallängsrichtung aufweist, die in Projektion längs zur Turbinenschaufel weitgehend koparallel zur Strömungsrichtung eines die Austrittsöffnung
unmittelbar überströmenden, lokalen Strömungsfeldes eines relativ an der Turbinenschaufel vorbeiströmenden Massenflusses verläuft. <IMAGE>
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