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Abstract (en)
The valve has a ball closing body (10) with an axially movable sealing piston (6) round it. The piston is subject to pressure at both sides on its two
endfaces (26, 27). The sealing element (7) is pressed against the closing body by the piston. This connects the two annular cavities (15, 15') by
means of at least one channel, which has a locking valve of its own.

Abstract (de)
Dargestellt und beschrieben ist eine Vorrichtung zum Absperren von von Fluiden durchstrémten Rohrleitungen, insbesondere
Hochdruckrohrleitungen, bei der wenigstens ein kugelférmiger Verschlusskorper (10) in einem Gehause um eine senkrecht zur Rohrleitung
verlaufende Achse drehbar gelagert ist, mit einem Dichtelement (7) zum Abdichten des kugelférmigen Verschlusskorpers (10) gegen die
Robhrleitung. Um zu erreichen, dass eine Betétigung der Vorrichtung auch unter Druck zuverlassig méglich ist, ist um den kugelférmigen
Verschlusskorper (10) herum ein beidseitig auf seinen Stirnflachen (26, 27) mit Druck beaufschlagbarer, axial verschiebbarer Dichtkolben (6)
angeordnet, wird zur Abdichtung das Dichtelement (7) mittels dem Dichtkolben (6) auf den kugelférmigen Verschlusskérper (10) gepresst, verbindet
wenigstens ein Kanal die beiden Ringraume (15, 15') des Dichtkolbens (6) miteinander und ist der Kanal mit einem Absperrventil (17) versehen.
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