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Abstract (en)
The device has a pressure pump unit and a suction pump unit with several suction pumps connected to engine suction devices (7,8). Neighboring
suction pumps (5) are formed as gear pumps (9) with gears (11) positioned coaxial to each other and connected via a drive shaft (21). The gear
pumps contain similar components, e.g. gears (11,12,14), housing (16), and housing cover (19). Two gears in the housing act in separate chambers
(30,31), which are connected to suction points (28,29) of the engine.

Abstract (de)
Diese Pumpeinrichtung ist für Schmiermittel einer Brennkraftmaschine z.B. der Hubkolbenbauart geeignet, und sie umfasst eine
Druckpumpeneinrichtung und eine Saugpumpeneinrichtung, welche Saugpumpeneinrichtung mehrere Saugpumpen aufweist, die mit
Absaugeinrichtungen der Brennkraftmaschine verbunden ist. Um die Pumpeinrichtung bezüglich Funktion und Bauweise zu verbessern, sind
benachbarte Saugpumpen als an die Absaugeinrichtung angeschlossene Zahnradpumpen ausgebildet, wovon Zahnräder der Zahnradpumpen
koaxial zueinander angeordnet und unter Zwischenschaltung eines Antriebsmittels miteinander verbunden sind. <IMAGE>
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